
Duallyvalve DUALLY VALVE KIT WORKSHEET     
"WHICH KIT DO I NEED?"

MAKE MODEL YEAR(S)
STEP #1  
WHEEL SIZE

STEP #2           
INNER / OUTER     

WHEEL TYPES             
(STEEL or ALUMINUM)

STABILIZER 
SHAPE

STEP #3     
HAND HOLE SIZE

 * CAPABLE 
BALANCING 

COMPOUNDS 

BRASS     
$110.00 ea.

CHROME    
$120.00 ea.

2006 & BEFORE 15" , 16" STEEL / STEEL OVAL 3-1/2" X 1-3/4" DL1SP16 DL1SP16C
2007-2012 16" STEEL / STEEL OVAL 3" X 1-1/4" DL1SP DL1SPC
2013 16" STEEL / STEEL ROUND 1-1/2" NOT AVAIL. DL1SP13
VARIES 16" STEEL / ALUMINUM *** OVAL 3-1/2" X 1-1/2" NOT AVAIL. DL1SPAL 

FORD E450 2008-2012 16" STEEL / STEEL OVAL 4-1/4" X 2-1/4" DL1F DL1FC
FORD E350, E450 1992-2007 16" STEEL / STEEL ROUND 2" DL1E DL1EC
FORD         E350, E450 PRE 1997 16" STEEL / STEEL OVAL 3-3/4" X 2-3/4" DL1SST DL1SSTC

2000-PRESENT 16" STEEL / STEEL OVAL 4 X 2-3/4" DL1SST DL1SSTC
GM 3500 CHASSIE 2000-2009 16" STEEL / STEEL OVAL 4-1/4" X 2-1/2" DL1GM DL1GMC

16"  STEEL / STEEL OVAL 4-1/4" X 2-1/4" DL1F DL1FC
FORD F450, F550, F53 1998-PRESENT 16" STEEL / STEEL OVAL 4-1/4" X 2-1/4" DL3F DL3FC
FORD F450, F550 PRE 1997 16" , 19.5" STEEL / STEEL OVAL 3-3/4" X 2-3/4" DL1SST DL1SSTC

ANY YEAR 16" STEEL / STEEL NOT AVAIL. DL2
CHEVY SILVERADO 3500 2008 16" - 17.5" STEEL / STEEL NOT AVAIL. DL1
GMC 4500/5500 2000-2009 19.5" STEEL / STEEL OVAL 3-3/4" X 2-3/4" DL4GMC DL4GMCC

19.5" STEEL / STEEL OVAL 4-1/4" X 2-1/4" DL1F DL1FC
FORD F450, F550, F53 1998-2012 19.5" STEEL / STEEL OVAL 4-1/4" X 2-1/4" DL3F DL3FC

1980-2012 19.5" STEEL / STEEL OVAL 3-3/4" X 2-3/4" DL4GMC DL4GMCC
1980-2012 22.5" STEEL / STEEL OVAL 4-1/8" X 3" DL4SST DL4SSTC

22.5" STEEL / STEEL ROUND 2-1/2" NOT AVAIL. DL4SSTC25

FORD 16" STEEL / ALUMINUM NOT AVAIL.
NOT ALCOA 
DL2FA

ANY YEAR 16" STEEL / ALUMINUM NOT AVAIL. ALCOA    **DL2A
FORD, 
CHEVY AMERICAN EAGLE 1992 -PRESENT 16" AND UP STEEL / ALUMINUM ** ROUND 2" NOT AVAIL. **DL2AE

22.5" STEEL / ALUMINUM ** OVAL 3" X 1-3/8" NOT AVAIL. **DL4FLC
2000-PRESENT 22.5" STEEL / ALUMINUM ** OVAL 2-7/8" X 1-7/8" NOT AVAIL. **DL4MC

1992-2012 22.5" STEEL / ALUMINUM ** ROUND 2" ALCOA DL4AC
ACCURIDE 
**DL4AKW

1992-2012 22.5" STEEL / ALUMINUM ** ROUND 2-1/2" DL4A25C **DL4AKW25
PRE 1995 22.5" STEEL / ALUMINUM ** ROUND 2" NOT AVAIL. **DL4AOSC
AFTER 1995 22.5" STEEL / ALUMINUM ** ROUND 2" NOT AVAIL. DL4AAC

22.5" STEEL / ALUMINUM ** ROUND 2" NOT AVAIL. **DL4A
2010- Present 22.5" STEEL / ALUMINUM ** ROUND 1-3/4" NOT AVAIL. DL4FO
BEFORE 1993 22.5" ALUMINUM / ALUMINUM ROUND 2" NOT AVAIL. **DL4AAOS
AFTER 1993 22.5" ALUMINUM / ALUMINUM ROUND 2" NOT AVAIL. CALL US!

*** DL1SP Kit - Please call in and speak with Bill about the wheel type and stabilizers. 
Duallyvalve Questions Please call Bill Falkenborg at (818) 352-8717, (800) 300-2674

YOUR DUALLY VALVE 
KIT WILL BE...

ANY FORD, GM WITH OUTER ALCOA

THIS KIT IS NOT AVAILABLE YET CALL US!

FORD, GMC, DODGE

NO STABILIZER

DODGE DUALLY PICK-UPS 

ROADMASTER CHASSIE

MOTORHOMES & BUSES- DIESEL
MOTORHOMES & BUSES- DIESEL
MOTORHOMES & BUSES- DIESEL

SPRINTER TRUCKS - 5 Cylinder
SPRINTER TRUCKS - 6 Cylinder

THIS KIT IS NOT AVAILABLE YET CALL US!

SPRINTER TRUCKS - 6 Cylinder
SPRINTER TRUCKS - 6 Cylinder

NO STABILIZER

NO STABILIZER

MOTORHOMES & BUSES- DIESEL
WORKHORSE

 * RE: Balancing compounds - Currently only a few kits are capable of supporting EQUAL they are indicated by a checkmark. If there is not a checkmark and you are using EQUAL or ANY 
balancing powder /beads please let us know. We are expecting to be completely EQUAL capable by August 2011. NOTE: EQUAL Capable means that the EQUAL filtered valve core will fit 
the valve stem.

FREIGHTLINER                 ------------------------------------>

MOTORHOMES & BUSES- DIESEL     ------------------->  

MOTORHOMES & BUSES- DIESEL     ------------------->  

SEE STEP #1 --------------------------->

FORD   ----------------------------------------------------------------->
MOTORHOMES & BUSES- DIESEL

FORD (OUTER WHEEL MADE IN TAIWAN)

** PLEASE NOTE: All kits 22.5" STEEL/ALUMINUM come with  2- 90 degree outer  Aluminum valve stems unless otherwise specified. If your valve stems are currently mounted on a bevel 
instead of flat, you will need 105 degree bend. Please call  Bill if you have any questions on finding the right kit.

NO STABILIZER

All Dually Valve Kits are 100% Guaranteed! Any Cracks, Leaks etc... We will Make It Right 100% Of The Time! 11/29/2012
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